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22403 EM3403 - - 60825 1873

22404 EM3404 SE3338 WG840204 40825 1874

22405 EM3405 SE3339 WG840205 30825 1875

22746 EM3746 - - - 1870

22727 EM3727 SE3727 WG840727 43727 1859

22728 EM3728 SE3728 WG840728 43728 1860

22729 EM3729 SE3729 WG840729 43729 1861

22730 EM3730 SE3730 WG840730 43730 1862

22731 EM3731 SE3731 WG840731 43731 1868

22583 EM3583 SE3583 WG840583 43583 1863

22584 EM3584 SE3584 WG840584 43584 1971

22585 EM3585 SE3585 WG840585 43585 1864

22586 EM3586 SE3586 WG840586 43586 1972

22587 EM3587 SE3587 WG840587 43587 1865

22588 EM3588 SE3588 WG840588 43588 1973

22589 EM3589 SE3589 WG840589 43589 8904

22590 EM3590 SE3590 WG840590 43590 8905

22463 EM3463 SE3463 WG840463 45460 5460

22464 EM3464 SE3464 WG840464 45461 5461

22466 EM3466 SE3466 WG840466 45470 5470

22467 EM3467 SE3467 WG840467 45471 5471

22458 EM3458 - - 45458BF 5458

22459 EM3459 - - 45488BF 5464

22465 EM3465 SE3465 WG840465 45458B 5462

22468 EM3468 SE3468 WG840468 - 5465

22469 EM3469 SE3469 WG840469 - 5464

26726 - - - - -

26727 EM3727 - WG840727 43727 1859

26728 EM3728 - WG840728 43728 1860

26729 EM3729 - WG840729 43729 1861

26730 EM3730 - WG840730 43730 1862

26731 EM3731 - WG840731 43731 1868

26403 EM3403 - - 60825 1873

26404 EM3404 - WG840204 40825 1874

26405 EM3405 - WG840205 30825 1875

26746 EM3746 - - - 1870

26458 EM3458 - - - 5458

26459 EM3459 - - - 5464

26465 EM3465 - WG840465 - 5462

26468 EM3468 - WG840468 - 5465

26469 EM3469 - WG840469 - 5464

JARD Cross Reference:Multi-Horsepower 
Condenser Fan Motors

Ball Bearing
JARD multi-horsepower
condenser fan motors are
designed for either shaft up or
shaft down applications. All
motors are suitable for air
conditioning or heat pump
applications. These motors need
to be mounted within the airflow
of the fan for proper cooling. 

Features:
•  Rheem mounting holes 
w/screws installed

•  Thru bolt or band mounting
•   Water slinger on shaft
•  Air conditioning or 
heat pump duty

•  48" Leads

Specifications:
•  Class “B” insulation
•  Single phase, 60 Hz
•   70°C, 158°F
•   Thermal overload protected
•   UL Recognized

26458 1/6 - 1/3 Rev 1075 208-230 TEAO Ball 6.50 3.82 1/2

26459 1/8 - 1/3 Rev 825 208-230 TEAO Ball 6.50 5.48 1/2

26465 1/6 - 1/3 Rev 1075/2 208-230 TEAO Ball 5.00 4.73 1/2

26468 1/8 - 1/2 Rev 1075/2 208-230 TEAO Ball 5.00 5.48 1/2

26469 1/6 - 1/3 Rev 825/2 208-230 TEAO Ball 5.00 5.48 1/2
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