
OEM Direct Replacement Motors
For Copeland
Specifications:
•   Class “B” insulation
•   50/60 Hz
•   Single phase
•   Single speed
•   Thermal overload protected
•   Continuous air over

10227 1/3 230 CW 2.2 1625 4MFD/370V TEAO 1.75 5.87 1/2

10228 1/6 208-230 CW 1.1 1550 3MFD/370V OAO 3.07 3.69 1/2

10229 1/4 208-230 CW 1.5 1625 5MFD/370V OAO 3.07 4.32 1/2

10264 1/4 230 CW 2.1 1550 5MFD/370V ODP 3.00 4.20 1/2

10265 1/6 208-230 Rev 1.1 1550 3MFD/370V OAO 3.00 3.73 1/2

MARS 
NO. HP VOLTS ROT 

OSE AMPS RPM CAP
INCLUDED ENCL.

DIMENSIONS
A B C

A

C

B

M–21

One-On-One™ Direct Replacement Motors
M
A
R
S
 M
O
TO

R
S

M–21
®

marsdelivers.com

One-On-One™ 
Direct Replacement Motors

10570
10571

C

AB

MARS
NO. HP  VOLTS RPM/

SPEEDS
ROT
OSE AMPS DIMENSIONS

A                B               C
10234 1/10 208/230 1100/1 CW 0.77 1.8 3.8 1/2

Replaces: Carrier HC33GE233
MARS USA,  5-1/2 inch diam., totally enclosed, ball bearing, capacitor required, 
5 MFD @ 370V (MARS No. 12005, 12905, 14005), CW OSE
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A                B               C
10230 1/4 208/230 1100/1 CCW 1.26 3 4.1 1/2

Replaces: Goodman 0131M00019P
MARS USA,  5-1/2 inch diam., totally enclosed, ball bearing, capacitor required, 
5 MFD @ 370V (MARS No. 12005, 12905, 14005), CCW OSE
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A                B               C
10232 1/6 208/230 810/1 CCW 1.1 3 4.1 1/2

Replaces: Goodman 0131M00060
MARS USA, 5-1/2 inch diam., totally enclosed, ball bearing, capacitor required, 
5 MFD @ 370V (MARS No. 12005, 12905, 14005), CCW OSE
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A                B               C
10233 1/8 208/230 1050/1 CCW 0.70 2.5 4.1 1/2

Replaces: Goodman 0131M00294
MARS USA, 5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
5 MFD @ 370V (MARS No. 12005, 12905, 14005), CCW OSE
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A                B               C
10594 1/2 115 1130/4 CW 8.1 4 5.1 1/2

Replaces: Goodman 0131F00022
MARS USA, 5-1/2 inch diam., totally enclosed, ball bearing, capacitor required,
20 MFD @ 370V (MARS No. 12014, 12914, 14014), CW OSE
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A                B               C
10570 1/3 575/1 850/1 CCW 0.66 2.5 6.6 1/2

Replaces: For use with Coleman and Evcon Equipment
5-1/2 inch diam., totally enclosed, ball bearing, capacitor required, 
5 MFD @ 440V (MARS No. 12029, 12929, 14029), CCW OSE
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A                B               C
10571 3/4 575/1 1100/1 CW-LE 1.35 3.5 5.7 1/2

Replaces:  For use with Coleman and Evcon Equipment
5-1/2 inch diam., totally enclosed, ball bearing, capacitor required, 
10 MFD @ 440V (MARS No. 12032, 12932, 14032), CCW OSE

Always replace the capacitor when replacing a
PSC motor.
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A                B               C
03242 1/6 208/230 1075/1 CCW 1.0 1 2.75 1/2

Replaces: Goodman G3911
MARS USA, 5 ½ inch diam. Totally enclosed, ball bearing, capacitor required, 
5 MFD @ 370V (MARS No. 12005, 12905, 14005), CCW OSE

Toll Free (800) 445-4155 • Fax (631) 348-7160
www.marsdelivers.com




