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HVAC/Air Moving

√ Stock model for Marathon and/or MARS. Prices and Specifications are subject to change without notice.

Toll	Free	(800)	445-4155	•	Fax	(631)	348-7160 
www.marsdelivers.com

Oil Burner, Split Phase and Capacitor Start 
Dripproof, NEMA 56C, C-Face Footless
Features: 
• Ball Bearings  
•	Automatic	reset	thermal
•	Split	Phase	and	capacitor	start	designs	protector		
•	NEMA	56C	direct	mounting	 	
•	NEMA	Jet	Pump	Service	Factors	
•	Moderate	starting	torque	 	
•	UL	Recognized	and	CSA	Certified	
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NOTES

1/3 3600 115/208-230 56C AUTO O210 56C34D2114 √ 5.6/2.7-2.8 14 10.44 2,115

Refrigeration Fan Motors, Three Phase 
Open Air Over, Shaft Up & Horizontal Rigid Base Mount

Applications:  
Replacement	motor	for	refrigeration	equipment.

Features: 

• 70°C ambient
•	Enclosed	shaft	end	bracket,	vented	frame	
•	Continuous	duty	
•	Automatic	reset	thermal	protector	
• Shaft slinger   
•	Threaded	lead	exit		
•  Nameplated 60/50 hertz 190/380 volts,  
at	next	lower	HP	

• Double sealed ball bearings 
•	Flat	and	keyway	on	shaft
•	Patented	VCD,	Voltage	Change	Device
• Ball Bearings
•	UL	Recognized	and	CSA	Certified
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NOTES

1/2 850 208-230/460 56HZ X529 056T8O5531 √ 2.9-3.0/1.5 31 9.62 5/8 x 5 VC,5
1 850 208-230/460 56Y X507 056T8O5302 √ 5.3-5.3/2.6 46 12.00 5/8 x 5 VC

1 1/2 1140 208-230/460 56HZ X523 056T11O5306 √ 5.45-5.4/2.7 36 11.00 5/8 x 5 VC,5
850 208-230/460 56HZ X531 056T8O15504 √ 7.0-7.0/3.5 47 11.50 5/8 x 5 VC,5

2 1140 208-230/460 56HZ X525 056T11O5310 √ 7.2-6.8/3.4 47 12.00 5/8 x 5 VC,54

X507 (Footless)
As Noted




