The Turbo® 200
Family of Products

Have The Right Capacitor and Hardstart For The Job... Every Time.
Perfect Solution For Off Hour Emergency Service Calls.

TURBO® 200
Universal Run & Start Capacitor Replacement
One model covers a range of single and dual mfd ratings.

Universal HardStart Replacement
One “2-Wire” Turbo® Easy-Start Hardstart can replace any one of four compressor hardstart kits on the market.

<table>
<thead>
<tr>
<th>MARS NO.</th>
<th>DESCRIPTION</th>
<th>MICROFARAD</th>
</tr>
</thead>
<tbody>
<tr>
<td>12100</td>
<td>Turbo® 200 Mini</td>
<td>2.5 mfd - 15 mfd, 370V or 440V</td>
</tr>
<tr>
<td>12500</td>
<td>Turbo® 200 Mini - Oval</td>
<td>2.5 mfd - 15 mfd, 370V or 440V</td>
</tr>
<tr>
<td>12200</td>
<td>Turbo® 200</td>
<td>2.5 mfd - 67.5 mfd, 370V or 440V</td>
</tr>
<tr>
<td>12300</td>
<td>Turbo® 200 X</td>
<td>5.0 mfd - 97.5 mfd, 370V or 440V</td>
</tr>
<tr>
<td>11200</td>
<td>Turbolytic™ 50 Universal Motor Start Capacitor</td>
<td>23 mfd - 302 mfd, 125V to 330V</td>
</tr>
<tr>
<td>11100</td>
<td>Turbolytic™ JR</td>
<td>23 mfd - 208 mfd, 125V to 330V</td>
</tr>
<tr>
<td>12600</td>
<td>Turbo® Easy-Start Hardstart</td>
<td>Up to 1 ton 108-130 mfd 1 to 2 tons 189-227 mfd 2.5 to 3 tons 233-280 mfd 3.5 to 5 tons 270 to 324 mfd</td>
</tr>
</tbody>
</table>

12200 and 12300 feature a CPT (Compressor Protector Terminal) for use with hard start kits. The CPT acts like a kill switch and protects the compressor in the event of a capacitor failure.

12500 Turbo® 200 Mini Oval
12100 Turbo® 200 Mini
12200 Turbo® 200
12300 Turbo® 200 X
11200 Turbolytic™ 50
11100 Turbolytic™ JR
12600 Turbo® Easy-Start Hardstart

See the dual values develop simultaneously on the screen as you create the ratings needed.

Scan with Smartphone to view video

86150 TurboMeter™

©2020 MOTORS & ARMATURES, Inc.
All rights reserved. MARS is a registered trademark of Motors & Armatures, Inc. MARS part numbers are trademarks of Motors & Armatures, Inc.

WARNING:
Cancer and Reproductive Harm
www.P65Warnings.ca.gov

www.marsdelivers.com